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450 i2 Console Features

Displays information relevant to product type during exercise

Polar®—coded wireless telemetry technology: built—in heart rate receiver (heart rate transmitter strap required).
Digital contact heart rate technology ensures precision and reliability

Allows switching to other workout programs during exercise

Energy saver mode is used to minimise power consumption (not exceeding 0.5W) which meets Erp EC 1275/2008 requirements
Optional accessories support MYE audio receiver

Complete access and control of user interface features and settings with the convenience of the Uni—Dial™
Standard C—SAFE power supports the power supply of external tools

Optional connectivity facilitates data transfer (available by demand)

Industrial grade 12" colour TFT LCD display for longer life time

Smart machine automatically detects when service is needed and sends service diagnostic via Wi—Fi

21 countries are offered

Upload 10 image files for messages or commercial advertisements to be displayed during stand—by

Supports InCare™ Online, software update

For setting and software upgrade

Fitness Test, Quick Start, Target Programs, Preset Program (available programs depend on product type),

HR Control, Race

450 i2S Console Features

Displays information relevant to product type during exercise

Polar®—coded wireless telemetry technology: built—in heart rate receiver (heart rate transmitter strap required)
Digital contact heart rate technology ensures precision and reliability

Allows switching to other workout programs during exercise

Energy saver mode is used to minimise power consumption (not exceeding 0.5W) which meets Erp EC 1275/2008 requirements
Optional accessories support MYE audio receiver

Complete access and control of user interface features and settings with the convenience of the Uni—Dial™
Standard C—SAFE power supports the power supply of external tools

Large white light LED message centre easily provides all needed information

Fitness Test, Quick Start, Target Program, Advanced Program (available programs depend on product type)
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